VESTWOODS

TELECOM BACKUP LFP
BATTERY SOLUTION

VT48100E-M

Mobile and Long design Multiple protection High rate Intelligent
flexible life up to 15 + methods charge-discharge anti-theft solution
years @ 25°C :
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Cell Type LFP
Nominal Energy 4.8kWh
Nominal Capacity 100Ah
Nominal Voltage 48V
Operating Voltage Range 40.5~54.0V
Dimension(W*H*D) 445*130*450mm
Weight 40kg
Discharge Cut-off Voltage 40.5V
Allowed Humidity Range <95% RH
Allowed Operating Temperature Range 0~60°C(Charge) -20~60°C(Discharge)
Max. Continous Charge Current 100A@25°C
Max. Continous Discharge Current 100A@25°C
Recommended Charge Current 20A@25°C
Nominal Charge Voltage 54.0V
IP Rating 1P20
Expansion Max. 15 Units in Parallel
RS485
Communication
CAN/SNMP(Optional)
Expandable Function(Optional GPS, Tilt Sensors, LCD etc
Certification UN38.3/IEC 62619/CE-EMC
Discharge curve within different temperature Discharge curve at different current under 25°C
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Disclaimer:

This document may contain forecast information, including but not limited to future finances, operations,
product series, new technologies, etc. Due to practice the uncertainty in the actual results may differ from the
predicted information. Therefore, the information in this document is for reference only and does not constitute
any offer or promise. Vestwoods may modify the above information without notice.
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